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Advice for installation personnel 
We do our utmost to have the machine in optimal condition before it is crated. Unfortunately storage 

and/or shipment sometimes has a negative effect on the state of the machine upon arrival. 

Note! 

We recommend to check and bench-test each machine in your workshop before installation at a 

clientôs location. 

Body panels may become affected by prolonged exposure to salty air (transport by sea). Stains on 

shiny stainless steel and polished aluminium can be removed with silver-polish and a soft cloth. Stains 

on painted parts may be wiped off with wet towel, possibly with the addition of a mild detergent. 

Prolonged storage may also result in deposition/crystallisation of water-dissolved minerals that can 

block the small openings in the machine (restrictors underneath fill valve, group valves and such) thus 

affecting the performance of the machine. 

Despite our careful packaging, handling of the crate may be so rough that the frame bends or parts 

get damaged during transport. It is noted that the customer is responsible for additional insurance 

during transport as standard compensation from the shipping company will not cover all costs. 
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Installation quickstart 
 

If the information in this section is not sufficient, we refer to the ñinstallation manualò which you can 

find in a following section (page 15 onwards) of this manual, or contact your local installation 

technician. 

1. Connect water 

 

Install water treatment system (not in shipment) and connect water treatment system to both pumps. 

(Lay-out is different for machine with individual pumps per group.) 
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Standard Spirit has markings C and S: 
  C= coffee boilers 
  S= steam boiler 
 
 
Spirit with individual pump per boiler has 
markings: L, (C,) R and S: 
  L = left coffee boiler 
  C = centre coffee boiler (Triplette only) 
  R= right coffee boiler 
  S = steam boiler 

Connect high pressure hoses of both pump outlets to Spirit. 

 

2. Connect water disposal 

 

Attach both drain hoses to Spirit. 

 

3. Open water mains 

Check for leaks at all connections just made. 
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4. Make sure that machine is switched ñOFFò 

 
Mains switch = ñOFFò and é 

 

all temperature controller switches point down. 

5. Connect electricity 

   

Connect coffee pump cable(s) to coffee pump(s) and steam boiler pump cable to steam boiler pump. 

Double check that steam boiler cable and steam boiler hose are connected to the same pump, idem 

for coffee system. 
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 3-phase 
1-

phase 
USA 

Live 

L1 brown  

black L2 black brown 

L3 grey  

Neutral N blue blue white* 

Earth 
P

E 

yellow/ 

green 

yellow/ 

green 
green 

     

Mount cable directly in wall connection box or attach plug to mains power cable and plug in wall 

socket. Shown above is the 3-phase plug used in Europe.  

* The white lead in the USA cable must be hooked up to the anti-phase 115VAC live (anti-phase w.r.t. 

the black 115VAC live). 

 

6. Fire up and adjust 

Turn mains switch to ñ NO HEATò 

Pumps are engaged and boilers will start to fill.  
Engage groups until water runs from group. 
After 2 minutes, pump(s) will disengage. 

Turn mains switch to ñOFFò and back to ñNO HEATò (repeatedly) 

Repeat (3-6 times) until pumps stop before 2 minutes have past. 

Check if water runs from all groups when these are activated 

If not, check water connections. 

Turn mains switch to ñONò 

And switch back light ñonò. 

Flip controller switches upwards 

Boilers will heat up (this takes about 20-30 minutes). 

Set coffee brewing pressure 

By adjusting coffee system pump pressure (use coffee puck, not blind filter). 

Set hot water temperature (when machine is at operational temperature) 

Increase hot water temperature by decreasing steam boiler pump pressure. 
Decrease hot water temperature by increasing steam boiler pump pressure. 

Set dosages for brew shots and hot water 

See user manual for details. This must be repeated after some days of use. 
 

If the information in this section is not sufficient, we refer to the ñinstallation manualò which you can 

find in a following section of this manual (page 14 onwards), or contact your local installation 

technician. 
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Welcome 

Parts identification 

 

Figure 1. Showing main operational parts of the Spirit Duette Bastone version. The Spirit Triplette is 

wider since it has three groups but its functions are identical to the Duette. On the Touchpad version, 

the group brewing lever units are replaced with touchpads (see Figure 3). 

1. Mains switch 

2. Coffee boiler PID temperature controller (right group) 

3. Coffee boiler heating on-off switch (right group) 

4. Steam boiler temperature controller 

5. Steam boiler heating on-off switch 

6. Volume switch (left group) 

7. Program button (left group) 

8. Group indicator light (left group) 

9. Group brewing lever (left group) 

10. Pressure gauge (left group) 

11. Group (left) 

12. Hot water spout 

13. Hot water lever 

14. Steam power adjustment lever (right) 

15. Steam lever (right) 

16. Steam wand (right) 

17. Steam tip (right, with protective cap) 

A. Cup warmer tray 

B. Drip tray 

Not visible on this photo: 

¶ Green indicator lights for heating spirals (one for each spiral; see user manual) 

¶ Switch for illumination of transparent back panel (see p. 20). 
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